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Operating 
Range 

Adjustable Range Adjustable 
Deadband 

Proof 
Pressure

Catalog 
Number Min. Max.

Gauge (PSIG)
0.5-15 0.45 15 0.3 to 14.25 30 3AG11T-01C-01SW
1.5-50 0.15 50 1 to 47.5 100 3AG11T-03C-01SW
3 -100 3 100 2 to 95 200 3AG11T-04C-01SW
9 -300 9 300 6 to 285 600 3AG11T-07C-01SW
15 -500 15 500 10 to 475 1000 3AG11T-08C-01SW

30 -1000 30 1000 20 to  950 2000 3AG11T-10C-01SW
60 -2000 60 2000 40 to 1900 4000 3AG11T-12C-01SW*
90 -3000 90 3000 60 to 2850 6000 3AG11T-13C-01SW*

120 -4000 120 4000 80 to 3800 8000 3AG11T-14C-01SW*
150 -5000 150 5000 100 to 4750 10000 3AG11T-15C-01SW*
250 -7500 250 7500 150 to 7125 13000 3AG11T-17C-01SW*

300 -10000 270 10000 200 to 9500 13000 3AG11T-18C-01SW*
Approximate shipping weight: 2.1 lbs. 

* Viton O-ring in contact with media standard. Other materials available. Consult factory. 
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