


Compact Pressure Switch  Series 8000
Technical Drawings

Product Con�gurator Example: 8 A A 1 - PL1  - B -UL 5
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Series 8000

Process Connections

Adjustable Range
Adjustable Ranges

Max. Hysteresis 4

(Dead-band)
Proof Pressure
psi         (bar)(decreasing pressure)

psi               (bar)
(increasing pressure)

psi              (bar)

Diaphragm

A 5.8 - 82 (0.4 - 5.7) 6.0 - 87  (0.4 - 6.0) �15%
of max adjustable 

range

1200       (80) (*)

)08(       0021)02 - 0.3(092 - 34)71 - 0.2(642 - 92B (*)

)08(       0021)54 - 0.4(056 - 85)14 - 0.3(006 - 34C (*)

Piston

D 43 - 2320  (3.0 - 160) 73 - 2610 (5.0 - 180) �15%
of max adjustable 

range

8700        (600)

E 430 - 4300  (30 - 300) 730 - 5075 (50 - 350)  

F 800 - 7550  (55 - 520) 1160 - 8700 (80 - 600)  
(*) Proof pressure 2900 psi (200 bar) on request (May shorten the lifetime of the switch).

- PL1  Plug DIN 43650 A, 
 IP65 (UR only)

- PL2  Plug M12, 4-pol. without 
 female plug, IP67 (UR only)

- PL5  Plug M12, 5-pol. without
 female plug. (UR only)   

- CA3  Cable gland, 27.5” (0.7 m)
 cable, neoprene jacketed, IP68    

- CD1 2  1/2” NPTM AWG 20 with 24”
 (60 cm) leads (3 leads + ground)  

Electrical Connectors

1  Silver

2  Gold-plated    

SPDT Contacts

- B  Buna -N

- V  Viton ®

- E  EPDM

- N  Neoprene

Seals

- EXI  Intrinsically safe EXia
 (not UL)

- GL  Shipboard GL approval
 (not UL)

- LH  Small hysteresis

- VA  300 series stainless steel
 housing
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Process Connections

11  Cetop connection 
 �ange 40 x 40  

3  G1/4” male, 40x40

4  G1/4” female, 90° side entry

A  1/4” NPT female

C  1/8” NPT female

D  1/4” NPT female, 90° side entry

E  7/16 SAE-4 20 UNF

Dimensions in mm (inch)

Notes: 
1 Model 81XX- at pressure ranges is (A to E) delivered 
with 2 spring clips and 2 mounting screws 5 x 60 
mm, steel 10.9, galvanized (hex 4). Pressure range (F) 
is delivered with 4 mounting screws.

2 Contact rating for silver contact is 3A @ 125 VAC.  

3 Consult factory for additional options.

4 Consult sale drawing for dead-band chart

5 Not applicable with -EXI and -GL options
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CETOP Connection

PL 1

90° Side Entry
Retro�t Connection

For 96100 & X1T

Standard Straight

CD 1CA3PL2 & PL5

1/2" NP T
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