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Technical Drawing

Sealed Piston  Series 9048

Basic Con�guration

9048  Base part number

Product Con�gurator Example T 9048 -3

T Junction box with terminal strip

Adjustable Range Approx. Deadband

(Actuation Value)

Proof

PressureDecreasing - psi (bar) Increasing - psi (bar)

Min Max Min Max psi (bar) psi (bar)

-1 35 (2.4) 235 (16.0) 40 (2.7) 250 (17.2) 5 - 30 (.3 - 2.1) 4500 (310)

-2 50 (3.4) 460 (31.2) 60 (4.1) 500 (34.5) 10 - 50 (.7 - 3.4) 6000 (414)

-3 100 (6.8) 1425 (96.9) 115 (7.8) 1500 (103) 15 - 110 (1.0 - 7.6)  7500 (517)

-4 200 (13.6) 2825 (192) 240 (16.3) 3000 (207) 40 - 250 (2.7 - 17.2)  10000 (690)

-5 350 (23.8) 4650 (316) 395 (26.9) 5000 (345) 45 - 350 (3.1 - 23.8)  10000 (690)

-6 700 (47.6) 9450 (643) 815 (55.4) 10000 (690) 115 - 550 (7.8 - 37.4)  15000 (1035)

-12 700 (47.6) 11250 (765) 815 (55.4) 12000 (828) 115 - 750 (7.8 - 51.0)  20000 (1380)

Pressure Range

Blank Buna-N (standard)

 -E EPR

 -V Viton ®

O-Ring

 -CS CSA Certi�  cation

 -Z1 Cleaned for oxygen service

-Sxxx Factory pre-set (consult factory)

Options

T9048

Dimension in inches (mm)

9048
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