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Technical Drawing

Sealed Piston  Series 9617

Product Con�gurator Example 9617 -3 SS

Basic Con�guration

9617 Nema 4 Enclosure

Blank Brass, 1/4” NPT Female 
(standard)

SS Stainless Steel, 1/4” NPT 
Female

Blank Buna-N (standard)

-E Ethylene Propylene 
(EPR) - O-ring

-N Neoprene O-ring

-V Viton® O-ring

O-Ring Material 

-Z1 Cleaned for oxygen service

-Z12 Gold contact limit switch (GH)

-Sxxx Factory pre-set (consult factory)

Options

Pressure Range

Adjustable Range
Approx. Deadband
(Actuation Value)

Proof
PressureDecreasing 

- psi (bar)
Increasing 
- psi (bar)

Min Max Min Max psi (bar) psi (bar)

-3 80 (5.4) 1400 (95.2) 120 (8.2) 1500 (102) 40 - 100 (2.7 - 6.8) 7500 (510)

-4 180 (12.2) 2800 (190) 230 (15.6) 3000 (204) 50 - 200 (3.4 - 13.6) 10000 (680)

-5 295 (20.0) 4650 (316) 375 (25.5) 5000 (340) 80 - 350 (5.4 - 23.8) 10000 (680)

-6 450 (30.6) 7100 (483) 575 (39.1) 7500 (510) 125 - 400 (8.5 - 27.2) 15000 (1020)

Process Connection

Dimension in inches (mm)
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