


Bourdon Tube Switch Series B1S, B2S, B1T, B2T

Technical Drawing
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B1S B2S PRESSURE pressure
B1T
Dimension in inches (mm)
Product Configurator Example | H [BIT AA 180  SS
| Options
Hermetically sealed limit switch option
H ) P 4 | UL&CSA Approval (only
(requires AA, CC, GH or HH limit switch) CS available with B1T & B2T)
. EX NEMA 4X enclosure (only
Series available with B1T & B2T)
BIT |Single Setpoint Housed -Z1 | Cleaned for oxygen service
B2T | Dual Setpoint Housed e Tem!).eraFure cycling and
B1S  |Single Setpoint Stripped SEllEzTen
. ’ Extra wire length
B2S Dual Set t St d -
ual Setpoint Strippe Wxxx (XXX = inches)
A . Factory preset
1 K
Limit Switch S (consult factory)
10 amps @ 125/250 VAC; 3 amps @ 480 VAG;
-A (standard for pressure range 12, 48, 65, 120 Process Connection
and 180)
: 1/4" NPT for 32 & 48 Pressure
B 10amps.@ 125/250/480 VAC; 0.05 amps @ Blank | Ranges & 1/4" Tube for 65, 120 &
125 VDG; 0.03 amps @ 250 VDC 180 Pressure Ranges (standard)
10 amps @ 125/250/480 VAC; 0.1 amps @ & .
-H ] 1/4" NPT Female (available on 65,
125VDC; 0.05 amps @ 250 VDC -P4 120, and 180 ranges only)
N 10 amps @ 125/250 VAG; 3 amps @ 480 VAC;
(comes with an elastomer boot) SS | Stainless steel bourdon tube
M 10 amps @ 125/250 VAG; 3 amps @ 480 VAC; Pressure Range °———
0.5 amps @ 125 VDC; 0.25 amps @ 250 VDC
Adjustable Range Approx. Deadband 2 Proof Proof
15 amps @ 125/250/480 VAC; 0.05 amps @
-S 125 VDC; 0.03 amps @ 250 VDC (adjustable Decreasing - psi (bar) Increasing - psi (bar) (Actuation Value) §17/B2T B1[S/B2S
differentials) Min Max Min Max psi-(bar) psi (bar) psi (bar)
-GH |1 amp @ 125 VAC with Gold Contacts 12 | 5034 | 118003 |704.8)  [1200(81.6) 11-27(0.7-18) 1800(122) |  1500(103)
-AA | Hermetically sealed; 4 amps @ 125/250 VAC 32 |160(11) | 3161(211) 99(13.5)  [3200(213) 16-39(1.1-2.7) 4800 (327) 4000 (275)
-CC  |Hermetically sealed; 10 amps @ 125/250 VAC 48 | 240(16) | 4715(321) PB25(21.7)  [4800 (327) 40-85(2.7-5.8) 7200 (490) 6000 (414)
GH Hermetically sealed; 1 amp @ 125 VAC with 65 325(22) 6385 (434) 140 (29.9) 6500 (442) 54-115(3.7-7.8) 9750 (663) 8125 (560)
Gold Contacts 120 3 | 600 (41) | 11450 (779) |1150(78)  [12000 (816) 275-550(18.7-37.4) 18000 (1224) 15000 (1034)
-HH | Hermetically sealed; 5 amps @ 125/250 VAC 180 3 | 600 (41) [17450 (1187) [1150 (78) 18000 (1224) [ 275-550 (18.7 -37.4) 24000 (1632) | 20000 (1379)

T Consult sales drawings for specifi ¢ deadband values 4 Limited to 300VAC
2 Deadband values indicated when used with the “standard” limit switch 5 Subject to change
3 Limited to CSA approval with -CS’ option
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