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Technical Drawing

Bilge Guard Level Switch  UNS-VA/SB5 or B4

TOP VIEW

BOTTOM VIEW

L1 LIFT WIRE FOR
TEST FUNCTION

5.7mm OD
2 x 0.75 mm2

5/16

1/2
(13)

IMMERSION DEPTH
AT DENSITY 1 L1=11/16” (18mm)
AT DENSITY 0.8 L1=7/16” (11mm)
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Order Number Key / Options

TYPE MODE CONTACT MODE  CABLE TYPE/LENGTH ORDER NO.

UNS-VA/SB5
Bilge Guard 

 (NO) NC 1, 2 Reversible Polymere / 6 ft (2 m) 0111-510

(NO) NC 1, 2 Reversible Polymere / 30 ft (10 m) 0111-531

(NO) NC 1, 2 Reversible Polymere / 45 ft (15 m) 0111-534

Note: All switch contacts are SPST

TYPE MODE CONTACT MODE  CABLE TYPE/LENGTH ORDER NO.

UNS-VA/SB4
Bilge Guard 

(NO) NC *1 *2 Reversible Polymere / 6 ft (2 m) 0111-509

(NO) NC *1 *2 Reversible Polymere / 30 ft (10 m) 0111-524

(NO) NC *1 *2 Reversible Polymere / 45 ft (15 m) 0111-528

Without Lift Wire

1
 Shipped as NO (standard). Rotate �oat by 180° for NC. 

2
 If NC is required, then add su�x-”NC” to ordering number (i.e. 0111-510-NC).

Dimensions in inch (mm)

(With lift cable)

With Lift Wire
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