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Technical Drawing

Dia-Seal Piston  P1H Series

Product Con�gurator Example P1H -B  340 SS -V -P2

Adjustable Range Approx. Deadband 2 Proof

Decreasing - psi (bar) Increasing - psi (bar) (Actuation Value)  Pressure

Min Max Min Max psi-(bar) psi (bar)

30 .5 (.03) 28 (1.9) 1.5 (.1) 30 (2) .4 - 2 (.03 - .13)  2000 (133)

85 3 (.2) 78 (5.2) 4.5 (.3) 85 (5.7) .8 - 7 (.05 - .5)  2000 (133)

340 6 (.4) 318 (21) 10 (.6) 340 (23) 2 - 22 (.13 - 1.5)  2000 (133)

600 25 (1.7) 583 (39) 27 (1.8) 600 (40) 2 - 17 (.13 - 1.1)  2000 (133)

1600 400 (27) 1520 (101) 480 (32) 1600 (107) 20 - 80 (1.3 - 5.3)  2000 (133)

Presssure Range

Enclosure

P1H NEMA 4 & NEMA 13 enclosure

Limit Switch 1

-B
10 amps @ 125/250/480 VAC; 2 amps @ 600 
VAC; 0.05 amps @ 125 VDC, 0.03 amps @ 250 
VDC (standard for 30, 85, and 340 ranges)

-F 10 amps @ 125/250/480 VAC; 2 amps @ 600 
VAC; 0.4 amps @ 125 VDC; 0.2 amps @ 250 VDC

-H 10 amps @ 125/250 VAC; 3 amps @ 480 VAC 
(standard for 600 range)

-J 10 amps @ 125/250 VAC; 3 amps @ 480 VAC 
with elastomer boot (standard for 1600 range)

-K
10 amps @ 125/250/480 VAC; 2 amps @ 600 
VAC; 0.05 amps @ 125 VDC; 0.03 amps @ 250 
VDC (with boot)

-M 10 amps @ 125/250 VAC; 3 amps @ 480 VAC; 
0.5 amps @ 125 VDC; 0.25 amps @ 250 VDC

-GH 1 amp @ 125 VAC gold contacts

-HH Hermetically sealed; 5 amps @ 125/250 VAC

Pressure Fitting
Blank Anodized aluminum, 1/4” NPT

SS Stainless steel, 1/4” NPT 

Blank Buna-N diaphragm

-T Te� on diaphragm

-V Viton ®  diaphragm

Diaphragm/O-Ring

Options
Blank 1/4” NPT (standard)

-P2 1/2” NPT pressure �  tting (only 
available in stainless steel)

-FX NEMA 4X enclosure

-Z1 Cleaned for oxygen service

-Sxxx Factory preset (consult factory)

NOTES:
1 Consult sales drawing for speci�  c deadband values
2 Deadband values indicated when used with the “standard” limit switch

H Hermetically sealed limit switch option
 - Class I, Division II (requires HH limit switch)

Pre�x

Dimensions in inches (mm)
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