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Electronic Pressure Switch SW2000

Product Con�gurator Example SW2000 -11 -N -1

-1 Single switch plus 4-20 mA output

-2 Dual switch capability (No analog output)

-6 Single switch plus 0-10 volt output

Options

SW2000 Solid State Pressure switch

Base Model

-N 1/4” NPT

-P3 7/16-20 SAE

-G G 1/4

Connection

Plug
M 12 X 1

4 pin

Version with
switching output

Version with
1 switching output

and 1 analog 
output

Pin 1 (15 to 28 VDC) (15 to 28 VDC)

Pin 2 SP2 (0.4 A max.) analog (4-20 mA)

Pin 3 O V O V

Pin 4 SP1 (0.4 A max.) SP1 (0.4 A max.)

Process 
Connections

“A”
“B”

1/4-18 NPT 2”

G 1/4 1-1/8”

7/16-20-SAE 2”

S1 AI S2 

“A” 

1-7/16 
(Ø 36) 
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Pressure Ranges

-01-A 0 - 15 PSIA (absolute)

-30-A 0 - 75 PSIA (absolute)

-05-A 0 - 150 PSIA (absolute)

-05 0 - 150 PSIG (gauge)

-31 0 - 750 PSIG (gauge)

-11 0 - 1500 PSIG (gauge)

-13 0 - 3000 PSIG (gauge)

-16 0 - 6000 PSIG (gauge)

-32 0 - 9000 PSIG (gauge)

Dimensions (in inches)Connection Chart

Plug
M 12 X 1
4 pin

Model with 1 
switching output

Model  with 2
switching outputs

Model with 1 
switching output

and 1 analog output

Pin 1
brown +Ub (15 - 28 V DC) +Ub (15 - 28 V DC) +Ub (15 - 28 V DC)

Pin 2
white - SP2 (0.5 A max.)

(0.4 A)* Analog

Pin 3
blue O V O V O V

Pin 4
black SP1 (0.5 A max.) SP1 (0.5 A max.) SP1 (0.5 A max.)
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Accessory
Order # Description

239236  - 4 Pin, M12 Electrical mating connector
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