


Level Switch NPT Brass or Stainless Steel UNS-MS or VA 1/8NPT-BN25

Technical Drawing

Formerly Series BLS 1700

Dimensions in inch (mm)
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Order Number Key / Options
Description Contact Cable Qrdering
Mode Type/Length | Number
UNS-MS1/8NPT-K1-BN25/1(2) NO(NC) |PvC/1m 0111-571
UNS-MS1/8NPT-K3-BN25/1(2) NO (NC) |PVC/3m 0111-572
UNS-MS1/8NPT-K5-BN25/1(2) NO (NC) | PVC/5m 0111-573
UNS-MS1/8NPT-K1-BN25/3 SPDT PVC/1m 0111-574
UNS-MS1/8NPT-K3-BN25/3 SPDT PVC/3m 0111-575
UNS-MS1/8NPT-K5-BN25/3 SPDT PVC/5m 0111-576
UNS-VA1/8NPT-K1-BN25/4(2) NO(NC) 2 |PVC/1m 0111-607
UNS-VA1/8NPT-K3-BN25/1(2) NO (NC) "2 |PVC/3m 0111-608
UNS-VA1/8NPT-K5-BN25/1(2) NO (NC) "2 | PVC/5m 0111-609
UNS-VA1/8NPT-K1-BN25/3 SPDT PVC/1m 0111-610
UNS-VA1/8NPT-K3-BN25/3 SPDT PVC/3m 0111-611
UNS-VA1/8NPT-K5-BN25/3 SPDT PVC/5m 0111-612

Note:

1. Shipped as NO (standard). Rotate float by 180° for NC.
2. If NC is required, then add suffix-"NC” to ordering number

(i.e. 0111-571-NC).
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